Barmesa
Pumps

SELF-PRIMING
FRAME MOUNTED
PUMP

SerieS: 95MU

6" X 6"

Universal Drive

Spherical solids handling: 1V4"

SUCTION O-RINGS
6" NPT, female flange. Buna-N
DISCHARGE

PAINT
Airdry enamel, water based.

6" NPT, femaleflange.

LIQUID TEMPERATURE

Continuous: 160 °F (71 °C) SEAL
VOLUTE Dengn: single mechanical with lip seal, water
Castiron ASTM A-48 class 30 lubricated.

Material: ceramic stationary part, carbon ring seal
BODY and exclusion in the rotating part. Buna-N elastomer

Castiron ASTM A-48 class 30 . ’
and stainless steel spring.

PEDESTAL
Castiron ASTM A-48 class 30 CHECKVALVE
Valve:flap-neoprene —
IMPFLLER ] ) Weight: steel m
Design: 4 vanes, semi-open type, dynamically T
balanced. Va)
Material: castiron ASTM A-48, class 30. BEARING-DRIVEEND <C
Double row, ball, oil lubricated. -
SHAFT <
Steel o
BEARING-PUMP END 1
SHAFT SLEEVE Single row, ball, oil lubricated. 6
Steel =
SHIM SET %
HARDWARE Stainless steel )
Steel L
—

Last update: DRAFT
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MODEL: 95MU —60
40 SIZE: 6" x 6" |55
2 0 @ IMPELLER: 10.375"
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IMPORTANT!
1. Never use this pump to handle explosive liquids.
2. This pump is not approved to be used in swimming pools, recreational installations or any application where
human contact may be common.
3. Do not operate the pump dry for extended periods of time; this may damage the motor or seal. b /U S
4.Testing is performed with water specific gravity of 1.0 @ 70 °F (21 °C); other fluids may vary performance. armesapu m ps'com
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